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INTRODUCTION

Congratulations on your purchase of the
Yamaha FZX750. This model is the result
of Yamaha's vast experience in the pro-
duction of fine sporting, touring, and pace-
setting racing machines. It represents the
high degree of craftsmanship and reliabili-
ty that have made Yamaha a leader in
these fields.

This manual will give you an understand-
ing of the oparation, inspection, and basic
maintenance of this motorcycle. If you
have any questions about the operation or
maintenance of your motorcycle, please
consult a Yamaha dealer.



EAdnEnn
Particularly important information is dis-

tinguished in this manual by the following
notations:

A

The Safety Alert Symbol means ATTEN-
TION! BECOME ALERT! YOUR SAFETY IS
INVOLVED!

AL WARNING

Failure to follow WARNING instructions
could result in severe injury or death to the
motorcycle operator, a bystander or a per-
son inspecting or repairing the motorcy-
cle.

A CAUTION indicates special precautions
that must be taken to avoid damage to the
motorcycle.

NOTE:
A NOTE provides key information to make

procedures easier or clearer.
EUL DO0OS

NOTE:
This manual should be considered a per-
manent part of this motorcycle and should
remain with it even if the motorcycle is
subsequently sold.

ELUIL YRBO0
NOTE:
Yamaha continually seeks advancements
in product design and quality. Therefore,
while this manual contains the most cur-
rent product information available at the
time of printing, there may be minor dis-
crepancies between your machine and this
manual. If there is any gquestion concern-
ing this manual, please consull your
Yamaha dealer.




PLEASE READ THIS MANUAL CAREFULLY
- AND COMPLETELY BEFORE OPERATING
IS MOTORCYCLE.
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4\ THINK OF YOUR SAFETY

BTS00

| Both motorcycles and mopeds are fascinating vehicles which give a tremendous feeling
of freedom to their riders. They must be correctly maintained at all times In order to en-
sura optimum performance. However, as a rider you must also ensure that your physi-
cal condition is good, and that you are not tired, in order that you too can optimize your
| vehicle control. Medicines, drugs and alcohol should not be combined with riding, es-

pecially alcohol, which increases the individual's likelihood of taking risks. Alcohol is
dangerous, even in small quantities. Correct protective riding gear is just as much a part
of motorcycling safety as the safety belt is in the car; a good leather suit and gloves,
sturdy boots and a good quality, properiy fitting crash helmet are ideal. But beware:
good protective clothing can result in the individual being lulled into a false sense of se-
curity. When this happens more risks are taken and speeds increase... this particularly
Bpplies in wet weather. The good motorcyclist therefore rides defensively and protec-
| tively in order to minimize risks.
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DESCRIPTION

1. Liconse light 11. Shift pedal

2. Tail/brake light 12. Radiator

3. Seat 13. Clutch lever

4. Fuel tank cap 14. Handlebar switch
5. Headlight 15. Speadometor

6 Brake padal 16. Tachometer

1. Front flasher light 17. Breke laver

8 Fus! tank 18. Throttle grip

4. Helmet holder 19. Indicator light
10. Rear flasher light 20. Main switch




MOTORCYCLE
IDENTIFICATION
Fﬁnﬂﬂmﬂnn numbers record

1. KEY IDENTIFICATION NUMBER:

=

E

-

FRAME SERIAL NUMBER:
ENGINE SERIAL NUMBER:

3-1

Your key identification number is stamped
on your key as shown in the following il-
lustration.

Record this number in the space provided
for reference if you need a new key.

N

=

K.ey number

Record your frame serial number and en-
gine serial number in the spaces provided
to assist you in ordering spare parts from
vour Yamaha dealer or for reference in
case your vehicle is stolen.
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Frame serial number Engine serial number
The frame serial number is stamped into The engine serial number is stamped into

the steering head pipe. the crankcase.

1 Frame serisl numbsr 1. Engine serinl number
ELILINGm0

NOTE:
The first three digits of these numbers are
for model identification; the remaining dig-
its are the unit production number. Keep a
record of these numbers for reference
when ordering parts from a Yamaha deal-
er.

32
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Main switch

The main switch controls the ignition and
lighting systems. Its operation is described

o

e

CONTROL FUNCTIONS

PARKING

41

EAHRO

ON:

Electrical circuits are switched on. The en-
gine can be started. The key cannot be re-
moved in this position.

#ABODST

OFF:

All electrical circuits are switched off. The
key can be remaved in this position.

EAROZOG]

PARKING:

The taillight and auxiliary light come on
but all other circuits are off. With the key at
*OFF", push it into the main switch, tum it
counterclockwise to "PARKING", and re-
move it. To cancel the parking, turn the key
clockwise.

ELILI GEaEma
NOTE:
Always turn the main switch to “OFF" and
remove the key when the motorcycle is un-
attended.
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Shift pedal

This motorcycle is equipped with a con:
stant-mesh 6-speed transmission. .
The shift pedal is located on the left side of
the engine and is used in combination with
the clutch when shifting.

EARSUDOY

Front brake lever

The front brake lever is located on the right
handlebar. Pull it toward the handlebar to
apply the front brake.

4-10

EATRIY M

Rear brake pedal

The rear brake pedal is on the right side of
the motorcycle. Press down on the brake
pedal to apply the rear brake.

FALTIEDT

Fuel tank cap

TO OPEN:

Open the key cover. Insert the key and turn
it 1/4 turn clockwise. The lock will be re-
leased and the cap can be opened.

1. Open




10 CLOSE:
-}push the tank cap into position with the
tey inserted. To remove the key, turn it
ntarclockwise to the original position.

“Then, close the key cover.
FUUpTz00

NOTE:
This tank cap cannot be closed unless the
E.y is in the lock. The key cannot be re-
‘moved if the cap is nol locked properly.

:E:lil"llm
h sure the cap is properly installed and

locked in place before riding the motorcy-
cle.

 —

411
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Starter lever (CHOKE)

Starting a cold engine engine requires a
richer air-fuel mixture for starting. A sepa-
rate starter circuit supplies this mixture.
Push the starter lever outward to open the
circuit for starting. When the engine has
warmed up, push the lever back to close
the circuit.

1. Stanter lever (CHOKE)



IASIENC

Steering lock

To lock the steering, turn the handlebars
all the way to the right, and insert the key
into the steering lock. Turn the kay 1/8 turn
counterclockwise, push it in, then turn it
1/8 turn clockwise. After checking to see
that the lock is engaged, remove the key
from the lock. To release the lock, reverse
the above procedure.

EACLDYON
Seat

To remove the seal , insert the key in the
lock and turn it clockwise. When reinstall-
ing the seat, insert the hook on the seat
end into the receptacle on the frame, then
push the seat down at the front.




. uf,r“fh w,:-,g:g

ke sure that the seat is securely fitted.

Helmet holder

:; D open the helmet holder, insert tha key
in the lock and turn it as shown. To lock the
helmet holder, replace the holder in its

£

ginal position.

4-13

1. Halmat holder
EUUTIN0:

40 WARNING

Never ride with a helmet in the helmet

holder. The helmet may hit objects, caus-

ing loss of control and possibly an acci-
dent.
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Tap cover
1. Remove the front end cover.

1. Front and cover

4-14

2. Open the tank cap and remove the
stopper plate.

1. Stopper plats 2 Scrow
EULI40100

B s e I [
i =i r
e
e
e i o
s sdano |

Take care not to let foreign material such
as a screw fall into the fuel tank.
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3. Unlock the top cover by puling the le-
ver toward you.

4. Disconnect the indicator light lead
couplers and remove the top cover,

418

ELLDFINCE
NOTE:
While fitting the top cover, keep the fuel
tank cap closed.

5. When installing the top cover, reverse
the removal procedure. Pay attention
to the following:

a. Securely connect the indicator light
lead couplers.

b. Securely lock the top cover lever. The
stopper plate cannot be installed un-
less the lever is in the locking position.



EACHSOG3

Front fork

The front fork has a combination air and
mechanical coil spring in the inner tubes.
By adjusting the air pressure, you can alter
the suspension to suit the motarcycle’s
load (ex : optional accessories etc.) and the
road conditions.

Refer to page 7-29 for proper adjustment
procadures.

4-16

EACERFGT

Rear shock absorber

The spring preload of the rear shock ab-
sorber can be adjusted to suit the rider's
praferenca, motorcycle’s load (ex: optional
accessories etc.) and road conditions, Re-
fer to page 7-31 for proper adjustment pro-
cedures.
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Sidestand

iIs model is equipped with an ignition
gircuit cut-off system. The motorcycle
st not be ridden when the sidestand is
wn. The sidestand is located on the left
2 of the frame. (Refer to page 6-1 for an

X Ianaﬂun of this system.)
"| 1-

'__.4'; WARNING

his motorcycle must not be operated
h the sidestand In the down position. If
mnd is not properly retracted, it could
Contact the ground and distract the opera-
tor, resulting in a possible loss of control.
Yamaha has designed into this motoreycle
# lockout system to assist the operator in
iifiling the responsibility of retracting
the sidestand. Please check carefully the
derating instructions listed below and if
there is any indication of a malfunction, re-
lurn the motorcycle to a Yamaha dealer

adiately for repair.

17
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Sidestand/clutch switch operation check
Check the operation of the sidestand
switch and clutch switch against the infor-

mation below.
FULERO0D

4 WARNING

Be sure to use the centerstand during this
inspection.

TURN MAIN SWITCH TO “ON" AND
ENGINE STOP SWITCH TO “RUN",

!

TRANSMISSION IS IN GEAR AND
SIDESTAND IS UP.

!

PULL IN CLUTCH LEVER AND
PUSH STARTER SWITCH.

!

ENGINE WILL START.

'

CLUTCH SWITCH IS OK.

:

SIDESTAND IS DOWN.

Y

| ENGINE WILL STALL.

!

| SIDESTAND SWITCH IS OK.

LIS £

45 WARNING

If improper operation is noted, consult a
Yamaha dealer immediately.
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Sidestand/clutch switch operation check
Check the operation of the sidestand
switch and clutch switch against the infor-

mation below.
FULERO0D

4 WARNING

Be sure to use the centerstand during this
inspection.

TURN MAIN SWITCH TO “ON" AND
ENGINE STOP SWITCH TO “RUN",

!

TRANSMISSION IS IN GEAR AND
SIDESTAND IS UP.

!

PULL IN CLUTCH LEVER AND
PUSH STARTER SWITCH.

!

ENGINE WILL START.

'

CLUTCH SWITCH IS OK.

:

SIDESTAND IS DOWN.

Y

| ENGINE WILL STALL.

!

| SIDESTAND SWITCH IS OK.

LIS £

45 WARNING

If improper operation is noted, consult a
Yamaha dealer immediately.
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Indicator lights “HIGH BEAM" indicator light (blue}:

: This indicator comes on when the head-
light high beam Is used.

EABCEI0

"OIL LEVEL” indicator light (red):

This indicator comes on when the oil level
is low. This light circuit can be checked by
the following procedure.

E Ui =000

“OIL LEVEL* indicator light
“TURN" Indicator light it has sufficient engine oil.

1.
2
3. "HIGH BEAM® indicator light
4, "NEUTRAL® indicator light

5 “FUEL LEVEL" indicator light

SARTED0

"TURN" indicator light (orange):

This indicator flashes when the turn switch
is “ON".

AR

“NEUTRAL" indicator light (green):

This indicator comes on when the trans-
mission is in neutral.

4-2




Qil level indicator circuit check

Main switch “ON",

Engine stop switch*RUN",

!

P_.l S P ——

t 4

Oil level Indicator light
does not come on.

'

a
i
:
|

Push starter switch with transmission
in “NEUTRAL" or apply clutch lever.

:

'

1

| comes on.

| [Oil level indicator light

Qil level indicator light

]

I | Engine oil lavel and
f

electrical circuit are QK,
| Go ahead with riding.

|

Oil level indicator light
comes an.

1

Check engine ail leveal.

l

v ?
Oil level Qil lavel
is OK. is low,

does not come on.

Ask a Yamaha dealer to Supﬁ';t
inspect electrical circuit. engine oil.

WET e ome e e e ——

4-3
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*FUEL LEVEL" indicator light (red):

When the fuel level drops below approxi-
mately 3 L (0.66 Imp gal, 0.79 US gal), this
light will come on. When this light comes
on, slide the “FUEL" (Reserve) switch to
“RES”. Then, fill the tank at the first oppor-
tunity.

4.4




Fuel level indicator circuit check

Main switch "ON",
Engine stop switch*RUN".
T I
| 4 '
i Fuel level indicator light Fuel level indicator
dogs not come on. light comes on.
| !
i | Pushstarter switch with transmission Check fuel leval.
& | in "NEUTRAL" or apply clutch laver. l
i 1
i ! f ;
{ | Fuel laval indicator Fuel level indicator light Fuel level Fuel lavel
i | light comes on. does not come on. is OK. is low.
l L ]
Fuel level and electrical | a Yamaa-r.!euluf to 1
Hf elrcuit are OK. Go ahead ‘ inspect electrical circuit, |

H with riding.
e
|
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Speedometer

The speedometer shows riding speed.
This speedometer is equipped with an
odometer and trip odometer. The trip
odomeater can be reset to “0O”" with the re-
set knob. Use the odometer lo estimate
how far you can ride on a tank of fuel be-
fore going to "RESERVE". This informa-
tion will enable you to plan fuel stops in
the future.

4-6

EABaaiod

Tachometer ,

This model is equipped with an electric ta-
chometer so the rider can monitor the en-
gine speed and keep it within the ideal
power range.

1., Red rone
SUUSO400

R e e b Trh

et s
e
; H'
B
L e

Do not operate in the red zone
Red zone: 11,000 r/min and asbove
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‘Engine temperature gauge CAUTION:
‘This gauge indicates the coolant tempera- i
ture when the main switch is ON. Theen-  When the engine is overheated, do not

gine operating temperature will vary with continue riding.

changes in weather and engine load. Ifthe  cassoo

needle points to the red zone or higher, Handlebar switches:
stop your motorcycle and let the engine
cool. (See page 7-11 for details.)

LIGHTS i
‘ B Hi l"'\.

l"‘.Il
_Jwo L1

LS TLURNER

"PASS" swiloh

“LIGHTS® (Dimmer) switch
“TURN"signal switch
“HORAM"™ swilch

“ENGINE STOP" switch
“LIGHTS® switch

*START™ switch

*FUEL" |Rasarva) switch

1. Engine temperaturs gouge

R N

&7
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“PASS" switch

Press the switch to operate the passing
light.

EARR0O

“LIGHTS” (Dimmer) switch

Turn the switch to “HI” for the high beam
and to “LO" for the low beam.

EAHS 00

“TURN" signal switch

This model is equipped with self-cancel-
ling turn signals. To signal a right-hand
turn, push the switch to the right; to signal
a left-hand turn, push the switch to the left.
Once the switch is released it will return 1o
the center position. To cancel the signal,
push the swilch in after it has returned to
the center position, If the switch is not can-
celled by hand, it will self-cancel after the
motorcycle has travelled for about 10 sec-
onds or approximately 150 meters (490
feet) whichever is greater. The self-cancel-
ling mechanism only operates when the

— e —— B

motoreycle is moving; thus the signal will
not self-cancel while you are stopped at an
intersection.

EABROIOC

“HORN" switch

Press the switch to sound the horn.

EABEXSO0

“LIGHTS" switch

Turn the light switch to “ON" to tum on
the headlight, taillight,meter lights and li-
cense light

Turn the light switch to “PO" to turn on the
taillight, meter light and license light.
EaBooudi

“ENGINE STOP” switch

The engine stop swilch is a safety device
for use in an emergency such as when the
motorcycle overturns or if trouble occurs
in the throttle system. Turn the switch to
*OFF*" to start tha engine. In case of emer-
gency, turn the switch to “"OFF" to stop the
engine.

'_ﬁ



.
"START" switch

he starter motor cranks the engine when
jushing the starter switch.

AUTION: -

= —i

iw
i i

>ée starting instructions prior to starting
& engine.

FUEL" (Reserve) switch

',{?u switch should usually be kept on
fhile riding. When the “FUEL" indicator
ht comes on during a run, move the
W to “RES” and refuel at the first op-
Jortunity. Then move the switch to “ON".

e
| -i-

en the switch is turned to “RES", about
L{D.Eﬂ Imp gal, 0.79 US gal) remain in the
fuel tank.

49
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Clutch lever

This model is provided with a hydraulic
clutch. The clutch lever is located on the
left handlebar and the starting circuit cut-
off switch is incorporated in the clutch le-
ver holder. Pull the clutch lever toward the
handlebar to disengage the clutch, and re-
lease the lever to engage the clutch. The le-
ver should be pulled rapidly and released
slowly for smooth clutch aperation. (Refer
to the engine starting procedures for a de-
scription of the starting circuit cut-off
switch.)




PRE-OPERATION CHECKS

‘Before using this motoreycle, check the following points:

||'_

| I | Itern Routine Page
L i Check opsaration, free play, fluid level end fluid leakage. 5-3~5-4,
jfront and roarbirakes. | ron o with DOTH4 (or DOT #3) brake fluid if necessary. 7-19-7-24
Check operation, fluid level and fluid leakage. 5-3~0-4,
Top-up with DOT#4 (or DOTH3) brake fluid if necassary. T-24
.. \ Check for smooth operation. 5-4, 7-17,
ghrottle grip/Housing Lubrricate/Adjust if necessary. 1-27
‘Engine oil Check oil leval/add oil as required. 5-4, 7-7-7-10
'Coalsnt reservoir tank | Check coolant lavelftop-up as required. 5-5~5-6, 7-11~7-14
| Drive chain Check chain slack and condition. Adjust if necessary. 5-6, 7-24-7-26
| Whoels/Tires Check tire pressure, wear and damage. 5-6-5-11, 7-40-7-45
|C Di/Meter cables | Check for smooth operation. Lubricats if necessary. 7-27
' and shift padal Check for smooth operation. Lubricate if necessary, 1-27
I":-;‘I e and clutch lever Check for smooth operation. Lubricate if necessary, 1-27
I Cen
i hr E‘“d S-i'jﬂmﬂd I::' k ‘fﬂl‘ Emuu.rh Ep!l’ﬂﬂﬂﬂ. Lubl‘iﬂﬁl! if HEEEEEET‘F- ?-ﬂhj-zﬁ
Check all chassis fittings and fasteners, 511, 7-8

Tighten/Adjust if necessary.

Hﬁinglﬂaﬂmnem

51



To ensure maximum performance, long
service, and safe operation, note the fol-
lowing:

1. Always Inspect the wheels before a
ride. Check for cracks, bends, or
warpage of the wheels. If any abnor-
mal condition exists in 8 wheel, con-
sult a Yamaha dealer. Do not attempt
even small repairs to the wheel. If a
wheel is defarmed or cracked, it must
be replaced.

Tire
C‘Dtuﬂuessa
_______"_T._ —

.
——— )

Tubsless-type tire " Tuba 4typa tire

1. Alr valve 1. Tube

2. Cast whesl 2. Air valve
iTubeless whsal) 3. Cast whee!
2. Tires and wheels should be balanc

whenever gither one is changed or re:
placed. Failure to have a wheel bal
anced can result in poor performance,
adverse handling characteristics, an
shortened tire life.




3. After installing a tire, ride conserva-
1heh,r to allow the tire to seat itself on
" the rim properly. Failure to allow prop-
er seating may cause tire fallure, re-
" sulting in damage to the motorcycle
~ and injury to the rider.

4. After repairing or replacing a tire,
check to be sure the valve stem lock
nut is securely fastened. If not, torque
it as specified.

' Tightening torque:

1.5 Nm (0.15 m-kg, 1.1 ft-Ib)

ittings/Fasteners

\lways check the tightness of chassis fit-
ngs and fasteners before a ride. Use the
arl on page 7-6 to find the correct

i
! . w

B-11

EAETDWOY

Lights and signals

Check tha headlight, flasher lights, auxilia-
ry light, taillight, brake light, mater lights,
license light, and all the indicator lights to
make sure they are in working condition.
EAETOTOQ

Switches

Check the operation of the headlight
switch, turn switch, brake light switch,
horn switch, starter switch, main switch,
etc.

EAETOAO0

Battery (See page 7-34 for details)

Check the fluid level and top-up if neces-
sary. Use only distilled water if refilling is
necessary.




EnEENONd

Fuel

Make sure there is sufficiant fuel in the
tank.

/

1. Fillar luba
EULUS1000

4% WARNING

2. Funl loval

Do not overdill the fuel tank. Avoid spilling
fuel on the hot engine. Do not fill the fuel

tank above the bottom of the filler tube as
shown in the illustration or it may over-

flow when the fuel heats up later and ex-
pands.

with a dry and clean soft cloth. Fuel ma
deteriorate painted surfaces or plasti
parts.

ERLET4CD

Recommended fuel:
Regular unleaded gasoline with
a research octane number of 91
or higher.
Fuel tank capacity:
Total:
13.0 L (2.86 Imp gal, 3.43 US gal)
Reserve:
3.0 L (0.66 Imp gal, 0.79 US gal)




. If knocking or pinging occurs, use a

different brand of gasoline or higher

* octane grade.

/ . If unleaded | gasoline is not available,
then leaded gasoline can be used.
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ltem Houtine Fage
Fuel tank Check fuel leveltop-up as required. 5-12-5-13
Lights and signals Chack for proper operation. 5-11, 7-37-7-40
Battery Check fluid level, top-up with distilled water if nacessary, B-11, 7-34-7-38
NOTE:

Pre-operation checks should be made each time the motorcycle is used. Such an inspec-
tion can be thoroughly accomplished in a very short time, and the added safety it assures
is more than worth the time involved.

44 WARNING

If any item in the Pre-Operation Check is not working properly, have it inspected and re-
paired before operating the motorcycle.




. If knocking or pinging occurs, use a

different brand of gasoline or higher

* octane grade.

/ . If unleaded | gasoline is not available,
then leaded gasoline can be used.
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ltem Houtine Fage
Fuel tank Check fuel leveltop-up as required. 5-12-5-13
Lights and signals Chack for proper operation. 5-11, 7-37-7-40
Battery Check fluid level, top-up with distilled water if nacessary, B-11, 7-34-7-38
NOTE:

Pre-operation checks should be made each time the motorcycle is used. Such an inspec-
tion can be thoroughly accomplished in a very short time, and the added safety it assures
is more than worth the time involved.

44 WARNING

If any item in the Pre-Operation Check is not working properly, have it inspected and re-
paired before operating the motorcycle.




Brakes (See page 7-19 for details)
. Brake lever and brake pedal

Check for correct free play in the front
. brake lever and rear brake pedal and
adjust if necessary. Make sure the
brakes are working properly by check-
ing at low speed shortly after starting
out.

A6 WARNING

soft, spongy feeling in the brake lever
nd/or brake pedal) indicates a failure in
e brake system. Do not operate the mo-
reycle until the failure in the brake sys-
lém is corrected. Ask a Yamaha dealer for
mmediate repairs. A soft, spongy feeling
tould indicate a hazardous condition in
he brake system.

i
#

2. Brake fluid
Check the brake fluid level. Add fluid if

necessary.

Recommended brake fiuid: DOT #4

EUUNSY00
NOTE:
If DOT #4 is not available, #3 can be used.

3. Check the disc pads.
Refer to page 7-21.

ElLnz201
NOTE:
When this brake service is necessary, con-
sult a Yamaha dealer.

EAET I8N

Brake/Clutch fluid leakage
Apply each braka and the clutch for a few

minutes. Check to see if any brake fluid
leaks out from the hose, joints, master cyl-
inders, or plunger case.




ﬁrﬁka fluid may deteriorate painted sur-
faces or plastic parts. Never spill any fluid.
If spilled, clean it up immediately.

CAEANT N

Engine ol (See page 7-7 for details)

Make sure the engine oil is at the specified
lavel. Add oil as necessary.

EunliEzsoc

AL WARNING

¥ brake fluid leakage Is found, ask a
Yamaha dealer for immediate repairs.
Such leakage could Indicate a hazardous
condition.

EAEN10O

Throttle grip (See page 7-17 for details)
Turn the throttle grip to see if it operates
properly, and check the free play. Make
sure the grip returns by spring force when
released. Ask a Yamaha dealer to make
any necessary adjustments.

Recommended oil:
30°F 40'F 50°F 60"F

‘ "‘—j‘ SAE 20WAaD typa SE motor ol

i | i SAE 10W30 type SE motar all
°C &'C 10°C 15°C
Oil quantity:
Total amount:
35L(3.11Impqt, 3.7 US qt)
Periodic oil change:
27 L{2.4Impaqt, 29 US qt)
With oil filter replacement:
3.0L (2.6 Impqt, 3.2 US qgt)

EUUDR000

NOTE:

Recommended engine oil classification;
APl Servica “SE”", "SF” type or equivalent
{e.g. “SF-SE”, “SF-SE-CC", “SF-SE-SD”
etc.).




EAEGO00T

-
' the coolant leval in the reservoir

'k_'unk when the engine is cold. (The coolant
Jevel will vary with engine temperature.)
The coolant level is satisfactory if it is be-
tween the FULL and LOW marks on the
tank. If the coolant level is at or below the
LOW level, add tap water (soft water) to
'Eﬂng the level up to FULL, Change the
oolant every two years. (See page 7-11
rdetails.)

| 4h WARNING
@0 not remove the radiator cap when the

le is hot.

i
r.

)

_EE—————— - -
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1. Coolant reservoir tank cap
2. “FULL" lgwval .

“LOW" laval
EULIBDE00

:'&'I .-". I —--::::tl.'ﬁ:':i:'é-:i

Hard water or salt water is harmful to the
engine. You may use distilled water if you
can't get soft water.




Reservaoir tank capacity:

0.35 L (0.31 Imp qt, 0.37 US qt)
From LOW 1o FULL level:

0.26 L (0.22 Imp qt, 0.26 US qt)

EAEBSO0Y
Chain (See page 7-24 for details)
Check the general condition of the chain
and the chain slack before every ride. Lu-
bricate and adjust the chain as necessary.
ZAFRNTR2
Tires
To ensure maximum performance, long
service, and safe operalion, note the fol-
lowing:
1. Tire air pressure
Always check and adjust the tire pres-

sure before operating the motorcycle.
ELIL 00

4h WARNING

Tire inflation pressure must ba adjusted
according to total weight of cargo, rider,
passenger, and accessories (fairing, sad-
dlebags, etc. if approved for this model),
and vehicle speed.

Tire inflation pressure should be checked
and adjusted when the temperature of the

tire equals the amblent air temperature. i

T CEEEEE———— T T

Basizc weight
With all and full fusl tank 228 . (49G 1)
Maximum load*: 218 kg (481 1bs)
Cold tire pressure; Front Aear
225 kPa 225 kPa
Up 1o 80 kg (198 Ibs) load*|(2.25 kgliom?, [(2.25 kgifom?,
33 psi) 33 psi)
225 kPa 250 kPa
g D08 1981 108~ |17 26 kgticen?, | (2.5 kgtlom?,
33 pai) 36 pai)
225 kPa 250 kPn
High spesd riding (2,25 kglicm?, | (2.5 kgffem?,
33 psi) 468 pei)
* Load is tha total weight ol cargo, ridar, passangaor, and
nccassorias,




_ HTT01
Ah WARNING

Proper loading of your motorcycle is im-
portant for several characteristics of your
motorcycle; such as handling, braking,
formance and safety. Do not carry
l".! packed items that can shift. Se-
e pack your heaviest items close to

e center of the motorcycle, and distrib-
tl'm weight evenly from side to side.
perly adjust the suspension for your
id, and check the condition and pres-
reé of your tires. NEVER OVERLOAD
¥OUR MOTORCYCLE. Make sure the total

ieight of the cargo, rider, passenger, and
ories (fairing, saddlebags, etc. if ap-
Oved for this model) does not exceed

mlmurn load of the motorcycle. Op-
n of an overloaded motorcycle could
ﬂru damage, an accident, or even in-

2. Tire inspection
Always check the tires before operat-
ing the motorcycle. If center tread
depth reaches the limit as shown, if
the tire has a nail or glass fragments in
it, or if the side wall is cracked, contact
a8 Yamaha dealer immediately and

have the tire replaced.

®

/o

a

&7

1. Tread depth 2. Side wall



EULRTRR0

After extensive tests, the tires mentioned
below have been approved by Yamaha
Motor Co., Ltd. for this model. No guaran-
tee for handling charactaristics can be giv-
en if tire combinations other than what is
approved are used on this motorcycle. The
front and rear tires should be of the same

manufacture and design.
FRONT:

Manufecture Size | Tvpe
Pirelli 1020 V6 MTZ8
Matzaler 110/80 V16 ME33

REAR:

Maonufocture Sirn Type
Pirell 140090 V16 M/C MTZ8
NMetreler 140/90 V815 MIC MEDH
Minimum tire tread depth 1.0 mem (0.04 i)
{frant and rearl

5-8

EuU 2800

NOTE: :
These limits may ba different by regulation

from country to country. If so, conform to
the limits specified by the regulations of
your own country.

ELETEN

AL WARNING

Operating the motorcycle with excessive-
ly worn tires decrease riding stability and
can lead to loss of control. Have excessive-
ly worn tires replaced by a Yamaha dealer
immedistely. Brakes, tires, and related
wheel parts replacement should be left to
a Yamaha Service Technician.

SLILLT S EOE

A WARNING

This motorcycle is fitted with super high-
speed running tires. The following points
must be observed in order for you to make
fully effective use of these tires.




1. Never fail to use the specifiad tires in

tire replacement. Other tires may
have a danger of bursting at super

high-speeds.

: 2. New tires have a relatively low grip on

the road surface until they have been

~ slightly wom. Therefore, approxi-

mately 100 km (60 mi) should be trav-
eled at normal speed before any high-

- speed niding is done.

Before any high-speed runs, the tires

should be warmed-up sufficiently.

4. Always inflate to the correct tire pres-

‘sure according 1o the operating condi-
_——. thm

less tires and cast wheels
s motorcycle is equipped with cast
ieels designed for either tube-type or

iDeless tires. Tubeless tires are installed
A8 standard equipment.

58
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42 WARNING

Do not attempt to use tubeless tires on a
wheel designed for use only with tube-
type tires. Tire failure and personal injury
may result from sudden deflation.

Tubeless-type Wheel
— Tubeless or Tube-type Tires
Tube Wheel

— Tube-type Tires only

GERMANY AND AUSTRIA:

ITIS NOT ALLOWED TO USE TUBE-TYPE
TIRES ON A MOTORCYCLE ORIGINALLY
EQUIPPED WITH TUBELESS TIRES.

£LIUBETOO

4% WARNING

When using tube-type tires, be sura to in-
stall the proper tube also.




E&FaHI0N

OPERATION AND
IMPORTANT RIDING
POINTS

Ll an

44 WARNING

Before riding this motorcycle, become
thoroughly familiar with all operating con-
trols and their functions. Consult a
Yamaha dealer regarding any control or
function that you do not thoroughly un-
derstand.

ELean00

4h WARNING

1. Never start your engine or let it run
for any length of time in a closed area.
The exhaust fumes are poisonous and
can cause loss of consclousness and
death within a short time. Always op-
erate your motorcycle in an area with
adequate ventilation.

61

2. Before starting out, always be s
the sidestand is up. Fallure to r
the sidestand completely can result i
a serious accident when you try
turn a corner.

EAFTTRO0

Starting the engine

ELLO2ER0
NOTE:
This motorcycle is equipped with a start
ing and an Ignition circuit cut-off switch.

1. The engine can be started only und
the following conditions:

a. The transmission is in neutral.

b. The sidestand is up, the transmissio
Is in gear, and the clutch is disen-
gaged.

2. The motorcycle must not be ridd
when the sidestand is down.




' ih WARNING

iore going through the following steps,
;' ick the function of the sidestand switch
d clutch switch. (Refer to page 4-18.)

TURN MAIN SWITCH TO "ON” AND

ENGINE STOP SWITCH TO “RUN"
|

Y Y
THANEMISSIDH IS IN NEUTRAL AND IF TRANSMISSION IS IN GEAR AND SIDE-
SIDESTAND IS DOWN STAND IS UP
PUSH STARTER SWITCH: PULL IN CLUTCH LEVER AND PUSH
ENGINE WILL START STARTER SWITCH; ENGINE WILL START
AETRACT SIDESTAND AND

'5 mmsrmssmm IN GEAR

' :

MOTORCYCLE CAN BE RIDDEN MOTORCYCLE CAN BE RIDDEN

82



1. Turn the main switch to “ON" and the
engine stop switch to “RUN".

ELILIERM

check the fuel level. If necessary, add fuel.

2, Shift transmission into neutral.
EULISs0n

NOTE:
When the transmission is in neutral, the
neutral indicator light (green) should be
on. If the light does not come on, ask a
Yamaha dealer to inspect it.

3. Fully open the starter (CHOKE) and
completely close the throttle grip.

4. Start the engine by pushing the slarter
switch.

EWUCIS0N
NOTE:
If the engine fails to start, release the sta
ar switch, wait a few seconds, then t
again. Each attempt should be as short
possible to preserve the battery. Do n
crank the engine mare than 10 seconds o
any one attempt.

indicator light should come on when
starter switch is pushed and should go
when the starter switch is released. i th
oil level indicator light flickers or remai
on, immediately stop the engine an
check the engine oil level and for oil |
age. If necessary, replenish oil and ch
to see that the oil level indicator light g
off. if not, consult a Yamaha dealer.




5. After starting the engine, turn back the
‘starter (CHOKE) to the halfway posi-
tion.

For maximum engine life, never accelerate
aard with a cold engine!

8. After the engine is warm, turn off the
~ Starter completely.

| ﬂnginﬂ is warm when it responds nor-
@lly to the throttle with the starter turned

EAF 10300
Starting a warm engine
The starter (CHOKE) is nol required when

the engine is warm.
EuLETacm

1T Wy

S

See
the motorcycle for the first time.

EAFZ002

Shifting

The transmission lets you control the
amount of power you have available at a
given speed for starting, accelerating,
climbing hills, etc. The use of the shift ped-
al is shown in the illustration. (Page 4-10)
To shift into NEUTRAL, depress the shift
pedal repeatedly until it reaches the end of
its travel (you will feel a stop when you are
in first gear), then raise the pedal slightly.



EUUITEDY

1. Do not coast for long periods with the
engine off, and do not tow the motor-
cycle a long distance. Even with gears
in neutral, the transmission is only
properly lubricated when the engine
is running. Inadequate lubrication
may damage the transmission.

2. Always use the clutch when changing
gears. The engine, transmission, and
driveline are not designed to with-
stand the shock of forced shifting and
can be damaged by shifting without
using the clutch.

EAFIDORD

Engine break-in

Thera is never a more important period in

the life of your motorcycle than the period

between zero and 1,000 km (600 mi). For

this reason we ask that you carefully read

the following material. Because the engine

is brand new, you must not pul an exces-

sive load on it for the first 1,000 km (600

mi). The various parts in the engine wear

and polish themselves to the correct oper-

ating clearances. During this period, pro-

longed full throttle operation, or any

condition which might result in excessive

heating of the engine, must be avoided.

EAF MO0

1. 0~ 150 km (0 ~ 90 mi):

Avoid operation above 4,000 r/min,
Stop the engine and let it cool for 5 to
10 minutes after every hour of opera-
tion. Vary the speed of the motorcycie
from time to time. Do not operate it at
one set throttle position.




2. 150 ~ 500 km (90 ~ 300 mi):

- Avoid prolonged operation above
6,000 r/min. Rev the motorcycle freely
through the gears, but do not use full
throttle at any time.

& 500 ~ 1,000 km (300 ~ 600 mi):

Avoid prolonged full throttle opera-

tion. Avoid cruising speeds in excess
of 8,000 r/min.

$. 1,000 km (800 mi) and beyond:
| Full throttle can be used.

let engine speeds enter the red

6-6

the break-in period, consult a Yamaha
dealer immediately.

EAFMOO00
Parking
When parking the motorcycle, stop the en-

gine and remove the ignition key.
ELlLHEA000

AL WARNING

The muffier and exhaust pipe are hot. Park
the motorcycle in a place where pedestri-
ans or children are not likely to touch the
motorcycle. Do not park the motorcycle
on a slope or soft ground; the motorcycle
may overtum,.
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PERIODIC
MAINTENANCE AND
MINOR REPAIR

EAFIDDMAN

Periodic inspection, adjustment and lubri-
cation will keep your motorcycle in the saf-
est and mosl efficient condition possible.
Safety is an obligation of the motoreycle
owner. The maintenance and lubrication
schedule chart should be considered strict-
ly as a8 quide 1o general maintanance and
lubrication intervals. YOU MUST TAKE
INTO CONSIDERATION THAT WEATHER,
TERRAIN, GEOGRAPHICAL LOCATIONS,
AND A VARIETY OF INDIVIDUAL USES
ALL TEND TO DEMAND THAT EACH
OWNER ALTER THIS TIME SCHEDULE TO
SHORTER INTERVALS TO MATCH THE
ENVIRONMENT. The most important
points of motorcycle inspection, adjust-
ment, and lubrication are explained in the
following pages.

-1

ELndaino

4\ WARNING

If you are not familiar with motorcycle ser-

vice, this work should be done by a
Yamaha dealer.

EAHTO TN

Tool kit

The service information included in this
manual is intended to provide you, the
owner, with the necessary infarmation for
complating some of your own preventiv
maintenance and minor repairs. The tools
provided in the owner's tool kit are 10 as-
sist you In the performance of periodic
maintenance. However, some other tool
such as a torque wrench are also neces-
sary to perform the maintenance correctly.




I sl

L h mended engine oil classification;
3| Service “SE”, “SF” type or equivalent
' "SF-SE" “SF-SE-CC", “SF-SE-SD”

! ."
]
s L

= Jhz—=tr
AUTION:
T not put in any chemical additives. En-
ne oil also lubricates the clutch and addi-
¥es could cause clutch slippage.

oy d AR

} sure no foreign material enters the
nkcase.

. Start the engine and warm up for a
few minutes. While warming up check
. for oil leakage. If oil leakage is found,
. stop the engine immediately, and
- check for the cause.

i. After the engine is started, the oil level
indicator light should go off if oil is
filled to proper level.

ELLINS00

if the indicator Ilght flickers or remains on,
immediately stop the engine and consulta
Yamaha dealer.

7-10
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Coaling system

1. If your motorcycle overheats
ELILT a0

Ah WARNING

Do not remove the radiator cap when the
engine and radiator are hot. Scalding hot
fluid and steam may be blown out under
pressure, which could cause serious inju-
ry. Open the radiator cap as follows. Wait
until the engine has cooled. Remove the
radiator cap stopper by removing the
screw. Place a thick rag like a towel over
the radiator cap and slowly rotate the cap
counterclockwise to the detent. This pro-
cedure allows any residual pressure to es-
cape. When the hissing sound has
stopped, press down on the cap while
turning counterclockwise and remove it.

7-11

1. Radistor cop stopper



ing checks.

averheating is detected, perform the fol-

2. Changing the coolant
a. Place the motorcycle on the center-
stand.

| Engine overheating — H’: b. Place a container undear the engine.
-~ Catn | K
J m":mfm :..ifﬂ- c. Remove the radiator cap stopper and
;- Ihﬂ#ﬂllifinunqklihn * { + radiator cap.
ar o Al -
8 WARNING. No leakage Loakage d. Remove the drain bolts.
| | .
e th l Lardt level Add coolant | | Ask aYamaka
gy mﬁ:tﬁm (Sow NOTE.) || desleverhr 1o
e [ st v

-':T

_ ' v

Seatnit the angina. I the
gne overheats again,
|<r | ¥amaha dealer o
i and repair i

ity
L")

1. Drain bolt

It is difficult to get the recommended
£oolant, tap water can be temporarily
&

i8ed, provided that it is changed to the rec-
nended coolant as soon as possible.

712



g. Pour the recommended coolant inf
thea radiator until it’s full.

Recommended coolant:
High quality ethylene glycol
anti-freeze containing corrosion
inhibitors for aluminum engines.

Coolant and water mixed ratio:
650/60%

Total amount:

LR Dol 2.25 L (1.98 Imp qt, 2.38 US qt)

e. Drain the coolant completely, and Reservoir tank capacity:
th.nrnughh.r flush the cooling system 0.35 L (0.31 Imp qt, 0.37 US qt)
with clean tap water. From LOW to FULL level:

f. Fletighten the drain h:ﬂl‘l:s. If the gasket 0.25 L (0.22 Imp at, 0.26 US qt)
is damaged, replace it. e

'I'Ighte_ning torgue: mm: _
Dr?:Janrc:t[t*l 0 mka. 7.2 fib) Hard water or salt water is harmful to the
Drain bolt! Fiadiattzg;}: engine, You may use distilled water il y |

3 Nm (0.3 m-kg, 2.2 ft-Ib) £at gt sl ueer.

7-13




S SFULL* 1avel 3 “LOW” lpvel

h. Run the engine saveral minutes to re-
- check the coolant level in the radiator.
If it is low, add more coolant until it
reaches the top of the radiator.

Fill the reservoir tank with coolant up

Dolant rasarvair tank cap

J- Install the radiator cap, radiator cap
stopper, reservoir tank cap and check
the drain bolts for leakage.

7-14

ELLD£400
NOTE:
If you find any leaks, ask a Yamaha dealer
o inspect.

EAHT 0G0

Electric fan

Operation

The electric fan operation is completely au-
tomatic. It will be switched “ON" or “OFF”
according to the coolant temperature in
the radiator,

(Fan "ON"}

“OFF* [Fan *OFF) "ON* 105" £3°C
85°C {208 'F) 22V =5.4F)




E&HTF
Air filter air from the outer surface of the ele

The air filter element should be cleaned at ment. If the element is damaged,
the specified intervals. It should be cleaned
more frequently if you are riding in unusu-
ally wet or dusty areas. Wl i
1. Remove the top cover. niidlairer
2. Remave the air filter case fitting
screws and the filter case cover.

5. Reassemble by reversing the removal
procedure.

ELIUETSY

{1812

L
e

ﬁﬂﬂke_ﬂ.lrﬂ the element is properly sea
Pull out the element. in the filter case.

Tap the element lightly to remove

most of the dust and dirt and blow out

the remaining dirt with compressed
715

3.
4.




e | e _A;..--
K

. : HHE
UZEid gl

The engine should never be run without
e air filter element installed; excessive
piston and/or cylinder wear may result.

. ie]]

jarburetor adjustment

iIhe carburetor is a vital part of the engine

and requires very sophisticated adjust-
ient. Most adjustments should be left to a

¥amaha dealer who has the professional

Enowledge and experience to do so. How-

8ver, the following may be sarvicad by the

STy . .
Wher as part of routine maintenance.
;:‘; =1

ity after many tests. i the settings are

" d, poor engine performance and
Smage may result,

EAMD0100
Idle speed adjustment

716

1. Start the engine and warm it up for a
few minutes (normally, 1 or 2 minutes)
at approximately 1,000 to 2,000 r/imin.
Occasionally rev the engine 1o 4,000 to
5,000 r/min. The engine is warm when
it quickly responds to the throttle.

2. Set the idle to the specified engine
speed by adjusting the throttle stop
screw; turn the screw in to increase
engine speed, and out to decrease en-
gine speed.

1. Throtile stop scrow



Standard idle speed:
950 - 1,050 r/min

ELILO M0
NOTE:
If the specified idle speed cannot be ob-
tained by performing the above adjust-
ment, consult a Yamaha dealer.

EAHIIEM
Throttle cable adjustment

EESURIGEA0

NOTE:

Before adjusting the throttle cable free
play, the engine idling speed should be ad-
justed.

Adjust the throttle cable by turning the ad-
juster so that proper free play at the throt-
tle grip is obtained.

Free play:
4 ~T7 mm(0.16 ~ 0.28 in)

1. Loosen the lock nut.

717

2. Tumn the adjuster in or out until spe
fied free play is abtained.
3. Tighten the lock nut.

A -II
/ A “.w"*EP
7.

2)
2 Adustar

i
w

W

1. Lock nut a. 4-7 mm (0.16-0.28 in|

EANHS0G00

Valve clearance adjustment |
The valve clearance becomes larger with
use, resulting in improper fuel/air suppl
and engine noise. To prevent this, the
valve clearance must be adjusted regular
ly. This adjustment, however, should b
left to a professional Yamaha sarvice te

nician.
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sark plug inspection
i@ spark plug is an important engine
ymponent and is easy to inspect. The
andition of the spark plug can indicate the
indition of the engine.
ally, all spark plugs from the same
igine should have the same color on the
lite porcelain insulator around the cen-
 electrode. The ideal color at this point is
medium to light tan color for a motorcy-
! that is being ridden normally. If one
dark plug shows a distinctly different col-
: there could be something wrong with
e engine.
Ot attemmpl to diagnose such problems
_Lﬂ self. Instead, take the motorcycle to a
maha dealer. You should periodically
|»14' 2 and inspect the spark plugs be-
% heat and deposits will cause any
Kk plug to slowly break down and
fode. If electrode erosion becomes exces-

sive, or if carbon and other deposits are ex-
cessive, you should replace the spark plug
with the specified plug.

Standard spark plug:
DPRBEA-9 (NGK) or DRBEA (NGK)
or X24EPR-US (NIPPON DENSQ) or
X24ESR-LJ (NIPPON DENSO)

7-18

Before installing any spark plug, measure
the electrode gap with a wire thickness
gauge; adjusl! the gap to specification.

K
’}

1. Sperk plug gap




Spark plug gap:
DPRBEA-9/X24EFPR-UQ
0.8 ~ 0.9 mm (0.031 ~ 0.035 in)
DRBEA/X24ESR-U
0.6 ~0.7 mm (0.024 ~ 0,028 in)

When installing the plug, always clean the
gasket surface and use a new gasket. Wipe
off any grime from the threads, and torque
the spark plug properly.

Spark plug torque:
17.56 Nm (1.756 m-kg, 12.5 ft-1b)

ELUOER0Y
NOTE:
If a torque wrench is not available when
you are installing a spark plug, a good esti-
mate of the correct torque is 1/4 to 1/2 lurn
past finger tight. Have the spark plug
torqued to the correct value as soon as
possible with a torque wrench.

kRO OO

Front brake adjustment

The free play at the end of the front bra

lavar should be 5 ~ B mm (0.2 ~ 0.3 in).
1. Loosen the lock nut.

1. Adjuster 2. Locknut g 5-8 mm {02-03

2. Tumn the adjuster so that the brake &
ver movement at the lever end is 5 ~
mm (0.2 -~ 0.3 in) before the adjusts
contacts the master cylinder piston,

3. After adjusting, tighten the lock nut.

7-19
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Modifications to this motorcycle not ap-
proved by Yamaha may cause loss of per-
formance, and render it unsafe for use.
Consult a Yamaha dealer before attempt-
ing any changes.

NOTE:
f you do not have necessary tools re-
juired during a service operation, take
fiur motorcycle to a Yamaha dealer for
Service.

71-2




» WARNING

gck the brake lever free play. Be sure
e Is warking properly.

iL I'-.L'Iﬁiﬂ NlNG

joft or spongy feeling in the brake lever
) indicate the presence of air in the
‘Brake system. This air must be removed
by bleeding the brake system before the
Mot le is operated. Air in the system
il cause greatly diminished braking ca-
Pebiiity and can result in loss of control
Nd an accident. Have a Yamaha dealer in-
dect and bleed the system if necessary.

1-20

EANED401

Rear brake adjustment

The top of the brake pedal should be posi-
tioned 20 mm (0.79 in) below the top of the
footrest. If not, ask a Yamaha dealer to ad-
just it.

a. 20mm 0,79 in)



ELUTHILG

A soft or spongy feeling in the brake pedal
can indicate the presence of air in the
brake system. This air must be removed
by bleeding the brake system before the
motorcycle is operated. Air in the system
will cause greatly diminished braking ca-
pability and can result in loss of control
and an accident. Have a Yamaha dealer in-

spect and bleed the system if necessary.

EAHBEIIN

Brake light switch adjustment

The brake light switch is operated by
movement of the brake pedal. To adjust,
hold the main body of the swilch so it does
not rotate and turn the adjusting nut. Prop-
er adjustment is achieved when the brake
light comes on just before the brake be-
gins to take effect.
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Checking the front and rear brake pads
A wear indicator is provided on each
brake. This indicator allows checking @
brake pad wear without disassembling the
brake. Apply the brake and inspect '
wear indicator. If the indicatar is ALMOS]T
in contact with the disc plate, ask 8
Yamaha dealer to replace the pads.




anr indicator
i}

sting the brake fluid level

ficient brake fluid may let air enter the
@ke/clutch systemn, possibly causing the
- i.-" s/clutch to become ineffective.

&lore riding, check the brake fluid level
Il replenish when necessary.

.*.'_-‘ 2 these precautions:

s When checking the fluid level, make
Sure the top of the master cylinder is
level by turning the handlebars.

7-22

2. Use only the designated quality brake
fluid: otherwise, the rubber seals may
deteriorate, causing leakage and poor
brake/clutch performance.

Recommended brake fluids: DOT#4

EL Lo

NOTE:
If DOT #4 is not available, #3 can be used.

3. Refill with the same type of brake flu-
id. Mixing fluids may result in a harm-
ful chemical reaction and lead to poor
brake/clutch performance.

4. Be careful that water doas not enter
the master cylinder when refilling.
Water will significantly lower the boil-
ing point of the fluid and may result in
vapor lock.



5. Brake fluid may deteriorate painted
surfaces or plastic paris. Always clean
up spilled fluid immediately.

6. Have a Yamaha dealer check the
cause if the brake fluid level goes
down.

Front brake

1. Lower leval

. Lower level




HIFH'

rake fluid replacement

+ Completa fluid replacement should be
~ done only by trained Yamaha service
.~ personnel.

2. Have a Yamaha dealer replace the fol-
lowing components during periodic
_maintenance or when they are dam-
aged or leaking.

. Replace all rubber seals every two

~ years.
) Replace all hoses every four years.

adjustment

IS molorcycle has a hydraulic clutch.
@re are no adjustments to perform but
€ clutch system must be inspected peri-
lically for proper fluid level and leakage.
he control lever free play becomes ex-
& and the motorcycle creeps or stalls
en shifted into gear, or if the clutch
ips, causing acceleration to lag behind

T-24

engine speed, there is probably air in the
clutch system and it must be bled out. Ask
a Yamaha dealer to do this service.

EA4000)

Drive chain slack check

ELI Ly
NOTE:
Spin the wheel several times and find the
tightest position of the chain. Check and/or
adjust the chain slack while it's in this
tightest position.

Inspect the drive chain when the motorcy-
cle is on the centerstand. Check the slack at
the position shown in the illustration. Nor-
mal slack is approximately 15 ~ 20 mm (0.6
~ 0.8in). If the slack exceads 20 mm (0.8in),
adjust.




a. 15-20 mm (0,6~0.8 in}

CAlE2QY

Drive chain slack adjustment

1.

2.
3.

Remove the cotter pin from the axle
nut.

Loosen the axle nut.

Loosen the lock nuts on each side. To
tighten the chain, turn the chain ad-
juster clockwise. To loosen the chain,
turn the adjuster counterclockwise
and push the wheel forward. Tumn
each adjuster exactly the same
amount to maintain correct axle align-
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ment. There are marks on each side
the swingarm. Use these marks 1§
align the rear wheel.

EULIZEA30]

gine and other vital parts. Keep the
within the specified limits.

1. Lock nut
4, Axle nut

2. Adjustar
5, Comer pin



'-_Aﬂ:er adjusting, be sure to tighten the
- lock nuts and the axle nut.

Axle nul torque:

105 Nm (10.6 m-kg, 75 ft-Ib)

3. Insert a new cotter pin into the axle

nut and bend the end of the cotter pin
- as shown in the illustration. If the
notch in the nut and the cotter pin hole
_do not match, tighten the nut slightly
to align them.
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LLILIB4T0D

A WARNING

Always use a new cotter pin on the axle
nut.

EAAGITY

Drive chain lubrication

The chain consists of many parts which
work with each other, If the chain is not
maintained properly, it will wear out quick-
ly, Therefore, the chain must be serviced
regularly. This service is especially neces-
sary when riding in dusty areas. This mo-
torcycle is equipped with a sealed type
chain. Steam cleaning, high-pressure
washes, and solvents can damage chain
s0 do not use these for cleaning it. Use
only kerosene 10 clean the drive chain.
Wipe it dry, and thoroughly lubricata it
with SAE 30 - 50W motor oil. Do not use
any other lubricants on the drive chain.
They may contain solvents that could
damage the sealed chain.




saloTm

Cable inspection and lubrication
SULE )

40 WARNING

Damage to the outer housing of cables
may allow internal rusting and cause in-
terference with cable movement. Replace
damaged cables as soon as possible to
prevent unsafe conditions.

Lubricate the inner cable and the cable
end. If it does not operate smoothly, ask a
Yamaha dealer to replace them.

Recommended lubricant:
SAE 10W30 motor oil

EAl 1201

Throttle cable and grip lubrication

The throttle twist grip assembly should be
greased at the time that the cable is lubri-
cated, since the grip must be removed to
get at the end of the throttle cable. After re-
moving the screws, hold the end of the ca-
ble up in the air and put in several drops Df_ll

27

lubricant. With the throttle grip disa
bled, coat the metal surface of the grip
sembly with a suitable all-purpose greas
E &3040

Brake and shift pedals

Lubricate the pivoting parts.

Recommended lubricant:
SAE 10W30 motor oll

EAIZET OO0
Brake and clutch levers
Lubricate the pivoting parts.

Recommended lubricant:
SAE 10W30 motor oil

E.A1 3

Center and sidestand
Lubricate the pivoting parts. Check to s
that the center and sidestand move up

down smoothly. |

Recommended lubricant:
SAE 10W30 motor oil




_.'..J', 11

I 'LI.JAHP\”NG
center and/or sidestand does not
smoothly, consult 8 Yamaha dealer.

%
1he

: .i_ .- fork inspection

A WARNING

Bcurely support the motorcycle so there
i no danger of it falling over.

. Visual check

Check for scratches/damage on the in-
- ner tube and excessive oil leakage
from the front fork.

Operation check

- Place the motorcycle on a level place.
a. Hold the motorcycle in an upright po-
~ Sition and apply the front brake.

D. Stroke the front forks up and down
several times.

et wl
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found with the front fork, consult s
Yamaha dealer.




EARETF
Front fork adjustment
This front fork is equipped with a spring

praload adjuster.
EuusiEo

Ah WARNING

Always adjust each fork leg to the same
setting. Uneven adjustment can cause
poor handling and loss of stability.

Adjust spring preload as follows.
The front fork spring preload is adjusted by
changing the air pressure,

1. Elevate the front wheel by placing the

motorcycle on the centerstand,
ELIZh0oD

NOTE:

When checking and adjusting the air pres-
sure, there should be no weight on the
front end of the motorcycle.

2. Remove the valve cap from each fork
leq.

1-28

3. Using the air check gauge, check an
adjust the air prassure. Increasing thi
air pressure increases the spring p

load and decreasing it, decrease

spring preload.

To increase:
Use an air pump or pressurized 2
supply.

To decreasa:
Release the air by pushing the valve_




PERIODIC MAINTENANCE / LUBRICATION

Uit krm (il
EVERY
BREAK-IN 6,000 12,000
liem Ramers 1,000 (800} | (4,000) or | (8,000 or
G months | 12 mo
Valvels)® Check valve clesrance Adjust if necessary. EVERY 42,000 (26,800}
Spark plugls) Check candition. Clean or replacs if necessary, 0 o O
Air filtar® Clean. Reploce if necesaary. L&) O
Check idle speed/synchronization/starier operatian.
Carburstor Adjust il necassary. _ o o O
S Check fual hose and vacuum pipe for crocks or
Engine oil Replace (Warm angine before dralning), Q O C
Engine oil hilter* Replace, O o
Chack aperotion/Mluid lsakaga/Soa paga 7-5.
Brake* Correct If necassary. a O
Chack oparationfluid lnskage/Ses page 7-5.
Clutch® Carrect if necassary, O ¢
Ehuck rq‘ar arm assembly far looseness.
orract I necassary.
FiBE Ty plvots Moderately repack every 24,000 {16,000} or 24 O
months. ***
Wheels* Chock balancofdamagairunout. Reparr if necessary, O O
Whasl bearings® Check bearings assembly for logsenesa/damage o e
? Replate if damaged.
E:ﬂl:k ht;nringﬁ essembly for loesaness.
- . rrecl if necessary,
Stesring bsaring® Modaratoly repack evary 24,000 (16,000 or O o
24 manths **
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i
n optional air check gauge is available.
Please ask a nearby Yamaha dealer,

Standard air pressure:
- 40 kPa (0.4 kgfiem’, 5.7 psi)
Maximum air pressure:;
120 kPa (1.2 kgficm?, 18 psi)
Minimum air pressure:

40 kPa (0.4 kgfjcmn’, 5.7 psi)

SAUTION:

&ver exceed the maximum pressure, or
il seal damage may occur.

A WARNING

1ere must not be mora than 10 kPa (0.1
Jfem?, 1.4 psi) difference in air pressure
' 2en the left and right fork legs.

Install the valve caps securely.

1-30

E a1 Ky

Rear shock absorber

EuULlEraa1

40 WARNING

This shock absorber contains highly pres-
surized nitrogen gas. Read and under-
stand the following information before
handling the shock absorber. The manu-
facturer cannot be held responsible for
property damage or personal injury that
may result from improper handling.
1. Do not tamper with or attempt to
open the cylinder assembly.
Do not subject the shock absorber to
an open flame or other high heat
source. This may cause the unit to ex-
plode due to excessive gas pressure.
3. Do not deform or damage the cylinder
in any way. Cylinder damage will re-
sult in poor damping performance.
4. Take your shock absorber to a
Yamaha dealer for any service.

2.




Rear shock absorber adjustment

This shock absorber is equipped with a
spring preload adjuster. Adjust spring pre-
load as follows. Turn adjuster toward
“HARD" to increase spring preload and to-
ward “SOFT" to decrease spring preload.

""'--_______ H.AH-D STD EEFI-
Adjusting
poshion B 4 3 2 1
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ELIT TS0
NOTE:
Make sure adjusting position is alig
with arrow marikc

EUUSEM0

40 WARNING

Always adjust each shock absorber to th
same setting. Uneven adjustment ¢
cause poor handling and loss of stability.




commended combinations of the front fork and the rear shock absorber settings
i‘l‘-us table as a guide for specific riding and motorcycle load conditions.

Front fork

Rear shock ahsorber

Loading condition

Alr prassure

Spring sest

Solo rider

With

passanger

nnd eguipment

With sccessories,

With accessories,
eguipmaent and
passgnger

| 40 ~ B0 kPa

;]
3 L (0.4 - 08 kgiom?,

5.7 - 12 psi)

1-2

o

40 - BO kPa

5.7 - 12 psi)

o 104 - 0.8 kgiem?,

60 - 100 kPa

B.5~ 14 psi)

(0.6 ~ 1.0 kgfem?,

B0 ~120 kPa

12 - 18 psi)

{ 0.8 - 1.2 kglom®,
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Steering inspection

Periodically inspect the condition of the
stearing. Worn out or lnose steering bear-
ings may be dangerous. Place a stand un-
der the angine to raise the front wheel ofi
the ground. Hold the lower end of the front
forks and try to move them forward and
backward. If any free play can be felt, ask a
Yamaha dealer to inspect and adjust the
steering. Inspection is easier if the front

wheel is removed.
ELLasT00

A WARNING

Securely support the motorcycle so there
is no danger of it falling over.

-3

EAMOEOY
Wheel bearings
If there is play in the front or rear whee
hub or if the wheel does not turn smootl
ly, have a Yamaha dealer inspect th
wheel bearings. The wheel bearings
should be inspected according to th

Maintenance Schedule.
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ttery

jeck the level of the battery electrolyte
id make sure that the terminals are tight.
id distilled water if the electrolyte level is

%en inspecting the battery, be sure the
pather pipe is routed correctly. If the
eather pipe is positioned in such a way
‘to cause battery electrolyte or gas to
kit onto the frame, structural and cos-
damage to the motorcycle can oc-

7.38

Route insids the

Routa \naide tha
swing arm.

Houte through
the guide

Ballery brasther pipe




ELIUEES0Q

44 WARNING

Battery electrolyte is poisonous and dan-
gerous, causing severe burns, etc. it con-
tains sulfuric acid. Avoid contact with
skin, eyes or clothing.

Antidote: EXTERNAL-Flush with water.
INTERNAL-Drink large quantities of water
or milk. Follow with milk of magnesia,
beaten egg, or vegetable oil, Call a physi-
cian immediatealy.

Eyes: Flush with water for 15 minutes and
get prompt medical attention. Batteries
produce explosive gases. Keep sparks,
flame, cigarettes etc., away. Ventilate
when charging or using in an enclosed
space. Always shield your eyes when
working near batteries.

KEEP OUT OF REACH OF CHILDREN.
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EAT 060
Replenishing the battery fluid
A poorly maintained battery will corrog
and discharge quickly. The battery fig
should be checked at least once a mont
1. The level should be between the 4
per and lower level marks. Use o
distilled water if refilling is necessan

-;_-'?Ltl.‘

1. Upper lavel Z Lower leval
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minerals
h are harmful to a battery; therefore,
il :mlv with distilled water.

mal tap water contains

& WARNING

e care not to spill battery fluid on the
n. Battery fluid may weaken the chain
sing shorter chain life and possibly re-
In an accident,

_ When the maotorcycle will not be used
for a month or longer, remove the bat-
lery and store it in a cool, dark place.
Completely recharge the battery be-
- fore reusing it.

. [fthe battery will be stored for a longer
- period than the above, check the spe-
cific gravity of the fluid at least ance a
- month and recharge the battery when
itis too low.
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4. Always make sure the connections are

correct when putting the battery back
in the motorcycle. The red lead is for
the + tarminal and the black lead is for
the - terminal. Always connect the red
lead first, then connect the black lead.
Make sure the breather pipe is proper-
ly connected and is not damaged or
obstructed.

EAlgan?

Fuse replacement

1.

2.

The fuse boxles) are located under the
seat.

If any fuse is blown, turn off the igni-
tion switch and the switch of the cir-
cuit in question. Install a new fuse of
proper amperage, Turn on the switch-
es and see if the electrical device oper-
ates. if the fuse immediately blows
again, consult a Yamaha dealer.
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'1,- ON

minerals
h are harmful to a battery; therefore,
il :mlv with distilled water.

mal tap water contains

& WARNING

e care not to spill battery fluid on the
n. Battery fluid may weaken the chain
sing shorter chain life and possibly re-
In an accident,

_ When the maotorcycle will not be used
for a month or longer, remove the bat-
lery and store it in a cool, dark place.
Completely recharge the battery be-
- fore reusing it.

. [fthe battery will be stored for a longer
- period than the above, check the spe-
cific gravity of the fluid at least ance a
- month and recharge the battery when
itis too low.
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4. Always make sure the connections are

correct when putting the battery back
in the motorcycle. The red lead is for
the + tarminal and the black lead is for
the - terminal. Always connect the red
lead first, then connect the black lead.
Make sure the breather pipe is proper-
ly connected and is not damaged or
obstructed.

EAlgan?

Fuse replacement

1.

2.

The fuse boxles) are located under the
seat.

If any fuse is blown, turn off the igni-
tion switch and the switch of the cir-
cuit in question. Install a new fuse of
proper amperage, Turn on the switch-
es and see if the electrical device oper-
ates. if the fuse immediately blows
again, consult a Yamaha dealer.



Specified fuse:

Main: 30A
Head: 16A
Ssignal; 10A
Fan: 10A
Ignition: 10A

EAIFDO0d

Headlight bulb replacement

This motoreycle is equipped with a quar
bulb headlight. If the headlight bulb burr
out, replace the bulb as follows:

1. Remove the screws holding the ligl

Do not use fuses of higher amperage rat- unit assembly.
ing than those recommended. Substitu-

tion of a fuse of improper rating can cause

extensive electrical system damage and

possibly a fire.

=37




3. Turn the bulb holder countarclockwise
to remove it and remove the defective
bulb.

Disconnect the headlight lead(s), re-

. move the light unit assernbly and then
= the cover.

ELLiieRo

44 WARNING

Keep flammable products and your hands
away from the bulb while itis on, as it is
hot. Do not touch the bulb until it cools
down.

4. Put a new bulb into position and se-
cure it in place with the bulb holder.




ELILEALI08

Keep it free from oil; otherwise, the trans-
parency of the glass, life of the bulb, and il-
luminous flux will be adversely affected. If
oil gets on the bulb, thoroughly clean it
with a cloth moistened with alcohol or lac-
quer thinner.

5. Install the cover.,
6. Connect headlight lead(s).

7-38

7. Install the light unit assembly.
If the headlight beam adjustment |
necessary, ask a Yamaha dealer
make adjustment.

EANGRIY

Taillight bulb replacement

1. Remove the seat.

2. Remove the tool box.

1. Tool box
3. To remove the socket, turn it counter
clockwise.




Unit: km (miles)

EVERY
BREAK-IN 000 12,000
= femsria 1,000 (600} | (4,000} or | (80001 or
. 6 months | 12 months
ont forks® Chack oparation/oll leakage. Repair i necassary. O (0]
gar shock nhaorber® Check oparation/ail lnakage. Repair if necessary. O O
:!- —— Check eoolant leakage. Repair if nar.auu&? O O
g sys Replace coolant avary 24,000 (16,000 or 24 months.
. Chuck chaln sincidalignment Adjust if nacessary. '
chain i and b, S EVERY 500 (300)
Check all chassis fittings and fasteners, '
slings/Fasteners® Corract if necessary. e c < @
Sentar and sidestand® Check operation, Repair if necessary. o o O
idextand switch* Check operation. Cloan or replacs if necossary. O o) O
. Check spacific gmﬂ‘i}'.
attory® Chack breathar pipe far propar operation. o] ()
14 Correct if necessary.
\L. Gonarator* Replace generalor brushes 100,000 (62,000),

& It is recommendad that thess itams be serviced by & Yamahs dealer,
! Medium waigh! whes! baaring grease,
i Lithium soesp base greasa.
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. To remove the defactive bulb, turn it
counterclockwise.

" Push a new bulb into the socket and
“turn it clockwise.

. Install the socket and turn it clockwise.
% Install the tool box and seat.

wheel removal
01

i WARNING

S

#S advisable to have a Yamaha dealer

=fvice the wheel.

ELILbes ria

4 WARNING

Securely support the motorcycle so there
is no danger of it falling over.

1. Place the motorcycle on the center-
stand.

2. Remove the speedometer cable from
the front wheel side.

3 Axlo

2. Pinch bolt



3. Remove the front fork brace with fend- 6. Lower the wheel until the discs co

ar. off the calipers. Turn the calipers ou
ward so they do not obstruct th
wheel, and remove the wheel.

Loosen thae pinch bolt.
5. Remove the wheel axle. Make sure the
motarcycle is properly supported.

E LU D400
NOTE:
Do not depress the brake lever when the
disc i1s off the caliper as the brake pads will
be forced shut,

741




ont wheel installation
When installing the front wheel, reverse
‘removal procedure. Pay attention to
€ ‘#nlluwmg points:

'r'MaI:e._s-ure the wheel hub and the
Speedometer gear unit are installed
with the projections meshed into the

L Make sure there is enough gap be-
tween the brake pads before inserting
the brake disc(s).

7-42

3. Make sure the slot in the speedometer
gear unit fits over the stopper an tha
front fork outer tube.

4. Make sure the wheel axle is properly
torgued. -

Tightening torque:
28 Nmi(5.8 m-kg, 42 ft-Ib)

5. Before tightening the pinch bolg
stroke the front fork several times to
check for proper fork operation.



6. Tighten the pinch bolt.

Tightening torque:

20 Nm (2.0 m-kg, 14 ft-lb)

7. Tighten the front fork brace bolts.

Tightening torque:
9 Nm (0.9 m-kg, 6.5 fi-Ib)

EAJElng

Rear wheel removal

(=8 g

A\ WARNING

It is advisable to have a Yamaha dealer
service the wheel,

ELUEETO0

AL WARNING

Securely support the motorcycle so there
is no danger of it falling over.

743

. Remove the axle nut cotter pin and &

. Place the motorcycle on the cents

stand.

axle nut.




et

3. Remove the caliper bolts and then the

compression bar bolt by removing the
cotter pin and nut.

8. While supporting the brake caliper,

~ pull out the rear axle.

7-44

. Push the wheel forward and remove
the drive chain.

6. Remove the wheel assembly.

ELLDEE0
NOTE:
Do not depress the brake pedal when the
disc and caliper are separated.

ELLaSA00
NOTE:
You do not have to disassemble the chain
in order to remove or install the rear
wheel.




EAJ80708

Rear wheel installation

When installing the rear whesl, reverse the
removal procedure. Pay attention to the
following peints:

1. Make sure there is enough gap be-
tween the brake pads before installing
the caliper onto the brake disc.

Adjust the drive chain.
Make sure the following parts are
properly torqued, and a new cotter pin

is installed.
FULTEON0

40 WARNING

ol i

Tightening torque:
Axle nut:
105 Nm (10.5 m-kg, 75 ft:lb)
Caliper bolt:
23 Nm (2.3 m-kg, 17 ft-1b)
Compression bar bolt:
35 Nm (3.5 m-kg, 25 ft-Ib)

Always use a new cofter pin.




publeshooting
though Yamaha motorcycles receive a
3id inspection before shipment from the
tory, trouble may occur during opera-
¢ problemn in the fuel, compression, or
nition systems can cause poor starting
il loss of power. The troubleshooting
art describes a quick, easy procedure for
aking checks.
your motorcycle requires any repair,
ng it 10 a Yamaha dealer. The skilled
ehnicians at a Yamaha dealership have
B tools, experiance, and know-how to
Operly sarvice your motorcycle. Use
lly genuine Yamaha parts on your mo-
iCycle. Imitation parts may look like
dmaha parts, but they are often Iinfarior.
insequently, they have a shorter service
2and can lead to expensive repair bills.
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Troubleshooting chart
EULBEIND
Ak WAHMNING
Never check the fuel 'rllﬂll
whila smoking or In the vicinity
of an open Hame.
1. Fusl
| Encugh fuel # faka Yamaha caales to inapect
Chack if thare Iz fusl
oy e el i i
Harma tusl D[E.rmnr fiand  |=—dos P | smigite
1. Coprmpi wisklos
Thees in covmpeensice Comprassion permal
Lisd AepCInE NEAMDY ’—.E_
Mo comprassion & Agh famana deaier 1o inepsol
2. lgnition Wt || ¥Vine claan with ary gndian systam
e ' etk —a Spark good 8 SR
phgtet and !
chaci alactrods Attach plug tap and Uss slseisle
Diry — groind e chinkals = ; B Spark vweak 1
4
Adjust piug gop
4. Battery !l Eagine Lurna cvwe »| Battary good —| Nospark J g replice phlg:l;l!i ‘
auickly i
e siectrio werter ¥
' | Englow turme cuei Checs e, recharge, i
= iy chmik connechions \m Warreat 8 caalsp oAl




NOTE:

Brake fluid replacement:

i 2

When disassembling the master cylinder or caliper cylinder (clutch release cylinde

replace the brake fluid. Normally check the brake fluid level and add the fluid as
quired.

On the inner parts of the master cylinder and caliper cylinder (clutch release cylinder
replace the oil seals every two years.

Replace the brake (clutch) hoses every four years or if cracked or damaged.




B,
Az 100

- orque specifications General torque
Jse a torque wrench to tighten these A B specifications

ar), Mems. It is recommended that these items Nugh (Balt) Nm | mkg | fulb
re- 2 checked occasionally, especially before 10 6vh Lo 6| 08 | 43
@ long trip. Always check the tightness of 12 mm 8 mm 15 1.5 1

ar),  Wese items whenever they are loosened 14 mm 10 mm 30 3.0 22
Or any reason, 17 mm 12mm | 55 | 55 | 40

i 19 mm 14 mm B85 8b 61

- 3 22 mm 16 mm 130 | 13.0 94

i Torgue

: O i Nm | mkg | itib
| [ Spark piug 176 | 1,75 | 128

G) Enging drain plug 43 4.3 a

| 1 Oil filter bolt W | |

Front wheal axie 58 58 42

Axlaé pinch balt 20 2.0 14

' Front fendsr and front fork 9 09 6.5

Braks caliper securing boh as 35 45

. Raar whoel axle W06 | 105 | 75

. Raar brake calipar 35 as 25

! Compression bar bolt 23 2.3 17

16




EANaYF
Engine oil
1. Qil level measurement
a. Place the motorcycle on the center-
stand. Warm up the engine for several
minutes.

L oFal
NOTE:
Be sure the motorcycle is positioned
straight up when checking the ail lavel. A
slight tilt toward the side can result in false T
readings. 3, Minimum mark
FuUUo4000
NOTE:
Wait a few minutes until the oil level
tles before checking.

2. Maximum mark

b. With the engine stopped, check the oil
level through the level window locat-
ad at the lower part of the right side
crankcase cover.

c. The oil level should be between the
maximum and minimum marks. If the
level is low, add sufficient oil to raise it
to the proper level.
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2. Engine oil and oil filter replacement
. Warm up the engine for a few min-
utes.

y. Stop the engine. Place an oil pan un-
- der the engine, and remove the ail fill-
ar cap.

. Remove the drain plug and drain the
oll.

Remove the oil filter bolt and filter ele-
ment.
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1. Chl fillar bolt

e. Reinstall the drain plug {(make sure it is
tight).

Drain plug torque:
43 Nm (4.3 m-kg, 31 ft-Ib)

f. Install the new oil filter element, new

O-ring, and the filter cover; tighten the
oil filter bolt.



Oil filter bolt torque:
15 Nm (1.5 m-kg, 11 ft-Ib)

ELninaim

NOTE:
Make sure the O-ring is seated properly.

g. Fill engine with oil. Install the oil filler
cap and tighten.

18

1. Ol filler cap

A |

Recommended oil:

30°F 40°F BOPF BO'F
|-— - GAE 20W40 typn SE motor oll|
SAE 10W30 type SE maoatar ajl

€ 5C 10°C15°C

Oil guantity:
Total amount:
3.5L(3.1Imp gt, 3.7 US qt)
Periodic oil change:
2.7 L (2.4 Imp qgt, 2.9 US gt}
With oil filter replacement:
3.0L(2.6Imp qgt, 3.2 US qt)




CLEANING AND
STORAGE

fequent, thorough cleaning of your mo-
tle will not only enhance its appear-

€ but will improve its general
fiormance and extend the useful life of
18Ny components.

. Before cleaning the motarcycle:

L Block off the end of the exhaust pipe
to prevent water entry; a plastic bag
. and strong rubber band may be used.
% Make sure the spark plug(s) and all fill-
er caps are properly installed.

If the engine case is excessively
Qreasy, apply degreaser with a paint
srush. Do not apply degreaser to the
“chain, sprockets, or wheel axles.

+ Rinse the dirt and degreaser off with a
- garden hose. Use only enough pres-
- sure to do the job.
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Excessive hose pressure may cause water
seepage and deterioration of wheel bear-
ings, front fork, brakes transmission seals
and electrical parts.

Many expensive repair bills have resulted
from improper high pressure detergent
applications such as those available in
coin-operated car washers.

4. Once the majority of the dirt has been
hosed off, wash all surfaces with
warm water and mild, detergent-type
soap. An old toothbrush or bottle
brush is handy for hard-to-get-at plac-
es.

5. Rinse the motorcycle off immediately

with clean water and dry all surfaces

with a chamois, clean towél, or soft
absorbent cloth.

Dry the chain and lubricate it to pre-

vent rust.
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7. Clean the seal with a viny! upholstery
cleaner to keep the cover pliable and
glossy.
Automotive-type wax may be applied
to all painted and chrome-plated sur-
faces. Avoid combination cleaner-
waxes. Many contain abrasives which
may mar the paint or protective finish.
When finished, start the engine and let
it idle for several minutes.
EAdh1inn
B. STORAGE
Long term storage (60 days or more) of
your motorcycle will require some preven-
tive procedures to guard against deteriora-
tion. After thoroughly cleaning the
motorcycle, prepare for storage as follows:
1. Drain the fuel tank, fuel lines, and car-
buretor float bowl(s).
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2. Remove the empty fuel tank, pour
cup of SAE 10W30 or 20W40 motor g
in the tank, shake the tank to coat tf
inner surfaces thoroughly and dra
off the excess oil. Reinstall the tank.

3. Remove the spark plug, pour abol
ane tablespoon of SAE 10W30 ¢
20W40 motor oil in the spark plug ho
and reinstall the spark plug. Turn 1§
engine over several times (groun
spark plug lead wires) to coat the ¢y

inder walls with oil.
ELILsEEADT

A WARNING

When using the starter motor to crank
engine, remove the spark plug wires, an
ground them to prevent sparking.




- Remove the drive chain. Thoroughly

clean the chain with kerosene and lu-
bricate it. Reinstall the chain or store it
in a plastic bag (tied to frame for safe-
keeping).

- Lubricate all control cables.
- Block up the frame to raise both

‘wheels off the ground.

Tie a plastic bag over the exhaust pipe
outlet to prevent moisture from enter-
Ing.

If storing in a humid or salt-air atmo-
‘Sphere, coat all exposed metal surfac-
-es with a light film of oil. Do not apply
0il to any rubber parts or the seat cov-
Br.

Remove the battery and charge it.
Stora it in a dry place and recharge it
‘once a month. Do not store the battery
in an excessively warm or cold place
{less than 0'C (30°F) or more than 30°C

(90°F)),
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NOTE:
Make any necessary repairs before storing
the motorcycle.




SPECIFICATIONS

Model

FZX750

Dimensions:
Owverall length
Dvarall width
Owvarall height
Seat height
Wheelbasa

Minimum ground clearance

Minimum turning radius

2,245 mm ( 88.4 in)
785 mm ([ 30.9In)
1.110mm { 43.7 in)
750 mm [ 29.5 In)
1.530 mm { 80.2 in)
150mm(  5.9in)
2,800 mm (110.2 in)

Basic weight:
With oil and full fuel tank 226 kg (498 Ib)

Engine:
Engine type Liquid-cooled 4-stroke, DOHC
Model 4AM3
Cylinder arrangament Farward-inclined parallel 4-cylinder
Displacomant 749 ¢m?
Bore X stroke 68.0 x 51.6 mm (2.68 x 2.03 in)
Compression ratio 11.2 :1
Starting systam Electric starter

Lubrication system

Wet sump




Model FZX750
Qil type or grade:
Engine oil
0 4 & o SAE20WA40 type SE mator oil
| "k (If tamperature does not go below 5'C/4D'F)
- +— SAE10W30 type SE motor oil
0 5 10 15C (If temperature does not go above 15°C/B0°F)

i
il

capacity:
Engine oi

Pericdic oil change 2.7 L{2.41Imp qt, 29 US qu)
’ With oil filter replacement ILi2B8Impgt 3.2 USqu
_ Total amount 3.5L{3.71Impqt, 3.7 US qt)
adiator capacity (including all routes): 2.26 L (1.98 Imp qt, 2.38 US gt)
&ir filter: Dry typa alament
Type Regular unleaded gasoline
el tank capacity 13 L{2.86 Imp gael, 3.43 US gal)
_ Fuel raserve amount 3 L {0.66 Imp gal, 0.79 US gal)*
BaTburetor:
i'vpo / quantity BD534/4
Manufacturer MIKUNI
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Modal FZX750
Spark plug:
Type/monufacturer DPRBEA.S{NGK)/X24EPR-UI INIPPONDENSO)
Gap 0.8 ~ 0.9 mm (0.037 ~ 0.035n)
DRBEA (NGKI/X24ESR-U (INIPPONDENSO)
0.6 -~ 0.7 mm (0.024 ~ 0.028 in)
Clutch type: Wet, multiple-disc
Transmission:
Primary reduction system Spur gear
Primary reduction ratic 91/48(1.896)
Secondary reduction systam Chain drive
Secondary reduction ratio 3BNTIZ.235]
Transmission type Constant mesh 6-speed
Operation Left foot operation
Gear ratio st 38/13{2.923)
2nd 35/16(2.188)
3rd 32/18{1.778)
ith 30/20(1.500)
5th 28/22{1.273
6th 21/24(1.125)
Chassis:
Frama type Double cradle
Castar angle 28,75
Trail 114 mm (4 49 in)




Rear wheel travel

Modeal FZX750
- Type Tubeless
Size (front) 110/90 V16 (Firelli, Metzelar)
(raar) I‘Hr?.l’ﬂﬂ VIBM/C (Pirelli), 140/90 VB15M/C (Metzer-
@
Front brake type Dual disc braka
operation Right hand operation
Hear brake type Single disc braka
operation Right foot operation
nsion:
Eront suspension Telescopic fork
Rear suspension Swingarm
k absorber:
Front shock absorber Coil-air spring / Qil Damper
- Rear shock absorber Coil-gas spring / Qil damper
jgel travel:
Front wheel travel 140 mm (5.5 in)

37 mm (3.8in)




Model FZX750
Electrical:
Ignition system T.C.L
Generator system A.C. generator
Battery type YB14L-A2
Battery capacity 12V 14 AH
Headlight type: Quartz bulb (Halogen)
Bulb wattage * quantity:
Headlight 12VE0W /55 W X 1
Auxiliary light 12Vawxi
Tail / brake light 12VEW /21 Wx2
Flasher light 12V21WX4
Licence light 1VEWX2
Matar light 12V3WX5
Indicatar light:
“NEUTRAL" 12VIWx]
"HIGH BEAM* 12V3IWxX1
"OIL LEVEL" 12V3Wx1
“TURN" 1R2VIWX1
"FUEL" 12V3IWX1




Specified fuse:

Main: 30A

Head: 15A

Signal; 10A

Fan: 10A

Ignition: 10A

Fainmoo
Headlight bulb replacement

o= A H - This motoreycle s equipped with a quar
1- Mainfuse 2. Otherfuses 3. Sparafuses bulb headlight. If the headlight bulb burr

EUl24400 out, replace the bulb as follows:

1. Remove the screws holding the ligl

Do not use fuses of higher amperage rat- unit assembly.
ing than those recommended. Substitu-

tion of a fuse of improper rating can cause

extensive electrical system damage and

possibly a fire.

e LM LT
HE .
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